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GAMA VV
VITRINA EXPOSITORA CALIENTE  /  HOT SERVE OVER COUNTER

CARACTERÍSTICAS GENERALES

• Exterior fabricado en chapa de acero plastificada, lacada
o inox
• Interior en acero inoxidable AISI-304 18/10.
• Cristal doble
• Perfilería en aluminio anodizado
• Estantes de acero regulables (en altura e inclinación), con
iluminación LED
• Aislamiento de poliuretano inyectado, densidad 40 Kg/m³,
bajo GWP y cero efecto ODP
• Cajon humidificador para aporte externo (solo VV)
• Control electrónico de temperatura
• VV-HE vitrina cerrada caliente (+60°+70°) y ( 45% -
50%Hr)

GENERAL FEATURES

• External finish in plastic coated steel, lacquered or 
stainless
steel
• Internal finish in AISI-304 18/10 stainless steel
• Double glazed
• Anodised aluminium profiles
• Adjustables steel shelves (height and tilt), with LED 
lighting
• 40 Kg/m³ density polyurethane insulation, low GWP and 
zero
ODP effect
• Humidifier drawer (Only VV)
• Electronic temperature controller
• VV-HE heat closed serve over counter (+60°+70°) and (
45% - 50%Hr)
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VV-6HE-R

GAMA VV
VITRINA EXPOSITORA CALIENTE  /  HOT SERVE OVER COUNTER

VV-6HE-C


